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Maxeon line

SPWR PV capacity per product, per transport type - rev28 

Packaging 
method

Pallet dim.
& Weight 

(Gross W - Net W)

Euro trailer 
(1362 x 246 x 268 cm) 

Tautliner or rigid truck

Euro trailer 
(1362 x 246 x 268 cm) 

Tautliner or rigid truck 
with TAIL LIFT

40’ HC Container
(1203 x 235 x 259 cm)

40’ dry container 
(1203 x 235 x 228 cm)

20’ 
container 

(590 x 235 x 228 cm)

128C-COM
410-485W

40 PV pallet
Horiz. pack

212x113x200 cm
965kg GW
920kg NW

12 pallets - 480 PV
Single stack

Tail lift not allowed for 
128C

11 pallets - 440 PV 
Single stack

11 pallets - 440 PV 
Single stack

5 pallets - 200 PV 
Single stack

104C-RES/COM
MAX 3

355-400W

26 PV pallet
Horiz. Pack

174x109x125 cm
538kg GW
494kg NW

28 pallets - 728 PV
Double stack
with air bags

14 pallets - 364 PV
Single stack
Double stack not allowed

26 pallets - 676 PV
Double stack
with air bags

13 pallets - 338 PV 
Single stack

6 pallets - 156 PV 
Single stack

112C-RES
MAX 3

410-430W 

26 PV pallet
Horiz. Pack
(sunny side down)

185x109x125 cm
580 kg GW
551,2kg NW

28 pallets - 728 PV
Double stack
with air bags

14 pallets - 364 PV
Single stack
Double stack not allowed

24 pallets - 624 PV
Double stack
with air bags

12 pallets – 312 PV
Single stack

6 pallets - 156 PV 
Single stack

66C- RES AC
MAX 6

410-445W 

25 PV pallet
Horiz. Pack
(sunny side down)

192x108x127 cm
612 kg GW
545kg NW

25 pallets - 625 PV
Double stack
with air bags
Last plt single (length)

12 pallets - 300 PV
Single stack
Double stack not allowed

24 pallets - 600PV
Double stack
with air bags

12 pallets - 300 PV
Single stack

6 pallets - 150 PV 
Single stack

72C-COM
MAX 6

450-475W

29 PV pallet
Horiz. Pack

209x108x123 cm
691 kg GW
658,3kg NW

24 pallets – 696 PV
Double stack
with air bags

Tail lift not allowed for 72C
22 pallets - 638 PV
Double stack
with air bags

11 pallets - 319 PV
Single stack

5 pallets - 145 PV 
Single stack

112C-RES
MAX 7-PT
435-445W

26 PV pallet
Horiz. Pack

185x109x125 cm
564 kg GW
538,2kg NW

28 pallets - 728 PV
Double stack
with air bags

14 pallets - 364 PV
Single stack
Double stack not allowed

24 pallets - 624 PV
Double stack
with air bags

12 pallets – 312 PV
Single stack

6 pallets - 156 PV 
Single stack
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Performance line

SPWR PV capacity per product, per transport type - rev28 

Packaging 
method

Pallet dim.
& Weight 

(Gross W - Net W)

Euro trailer 
(1362 x 246 x 268 cm) 

Tautliner or rigid truck
(maxi load =25tons)

Euro trailer 
(1362 x 246 x 268 cm) 

Tautliner or rigid truck 
with TAIL LIFT

40’ HC Container
(1203 x 235 x 259 cm)

40’ dry container 
(1203 x 235 x 228 cm)

20’ 
container 

(590 x 235 x 228 cm)

P6-RES-BLK
375-415W

36 PV pallet (PSL)
Vertical pack

185x113x122 cm
788 kg GW
756kg NW

28 pallets - 1008 PV
Double stack 
With air bags

14 pallets - 504 PV
Single stack
Double stack not allowed

24 pallets - 864 PV
Double stack

12 pallets - 432 PV
Double stack

6 pallets – 216 PV 
Single stack

P6-RES-BLK-AC
375-410W

35 PV pallet
Vertical pack

185x113x122 cm
810 kg GW
773.5kg NW

28 pallets - 980 PV
Double stack
With air bags
 

14 pallets - 490 PV
Single stack
Double stack not allowed

24 pallets - 840 PV
Double stack

12 pallets - 420 PV
Double stack

6 pallets – 210 PV 
Single stack

P7-RES-BLK
428-455W

36 PV pallet
Vertical pack

183x113x127 cm
844kg  - 944 kg GW
795.6kg – 892.8 kg NW
1.6mm (AL)  - 2.0 mm glass (AL2)

28 pallets - 1008 PV
26 pallets - 936 PV
Double stack 
With air bags

14 pallets - 504 PV
Single stack
Double stack not allowed

24 pallets - 864 PV
Double stack

12 pallets - 432 PV
Double stack

6 pallets – 216 PV 
Single stack

P6-COM-XS
400-420W

36 PV pallet
Vertical pack

185x113x122 cm
790 kg GW
756kg NW 

28 pallets - 1008 PV
Double stack 
With air bags

14 pallets - 504 PV
Single stack
Double stack not allowed

24 pallets - 864 PV
Double stack

12 pallets - 432 PV
Double stack

6 pallets – 216 PV 
Single stack

P6-COM-S
485-510W

33 PV pallet
Vertical pack

220x119x124 cm
1029kg GW
976.8kg NW

22 pallets – 726PV
Double stack 

Tail lift not allowed
for P6 COM-S

20 pallets - 660PV
Double stack

10 pallets - 330PV 
Single stack

4 pallets - 132PV 
Single stack

P7-COM-S
530-550W

33 PV pallet
Vertical pack

220x119x127 cm
1045kg GW
999.9kg NW

22 pallets – 726PV
Double stack 

Tail lift not allowed
for P7 COM-S

20 pallets - 660PV
Double stack

10 pallets - 330PV 
Single stack

4 pallets - 132PV 
Single stack

P6-COM-M
535-550W

31 PV pallet
Vertical pack

239x113x125 cm
1051kg GW
992kg NW

22 pallets - 682 PV
Double stack 

Tail lift not allowed
for P6 COM-M

20 pallets - 620PV
Double stack

10 pallets - 310 PV 
Single stack

4 pallets - 124PV 
Single stack
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